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Specifications: 
 Cell type and size Polycrystalline 156mmx156mm 
No. of cells and connections 6  x  10 in series (60 cells) 

Dimension of module (mm) 1647mm x 991mm x 46mm 
Weight (kg) 22kg 

Characteristics: 

Model CS 230 CS 220 CS 210 CS 200 CS 190 CS 180 

Open circuit voltage (Voc) 36.68V 36.68V 36.68V 36.68V 36.68V 36.68V 

Optimum operating voltage (Vmp) 29.82V 29.82V 29.82V 29.82V 29.82V 29.82V 

Short circuit current (Isc) 8.25A 7.89A 7.54A 7.18A 6.82A 6.46A 

Optimum operating current (Imp) 7.71A 7.38A 7.04A 6.71A 6.37A 6.04A 

Rated power (Pmax) 230W ± 3  220W ± 3  210W ± 3  200W ± 3  190W ± 3  180W ± 3  

Module Efficiency 14.09% 13.48% 12.87% 12.25% 11.64% 11.03% 

Type of output Terminal Junction Box IP65 with 3 bypass diodes 

Cable lengths 0.9M long, TUV certified, 4mm2 

Connection Type MC 3 

Certificates  
IEC61215 Ed-II 

Limits: 

Operating temperature -40 to +90 0C 

Maximum system voltage 1000V 

Temperature and coefficients: 

Nominal Operation Cell Temperature 460C 

Current temperature coefficient 0.05%/ 0K 

Voltage Temperature coefficient -0.33%/ 0K 

Power temperature coefficient -0.43%/ 0K 

 Note: The specifications are subject to change without notice . 


