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S p e c i f i c a t i o n s 
Cell Type & Size Polycrystalline 156mm x 78mm 

No. of cells and connections 4 x 9 series 

Dimension of module (mm) 780mm x 670mm x 50mm 

Weight (kg) 6.83 kg 

C H A R A C T E R I S T I C S 
Model CS60 

Open circuit voltage (Voc) 22.0 Volts 

Optimum operating voltage (Vmp) 17.6 Volts 

Short circuit current (Isc) 3.49 Amps 

Optimum operating current (Imp) 3.40 Amps 

Rated Power (Pmax) 60W +/- 3% 

Module Efficiency 12% 

Type of output Terminal Junction box with 2 built-in bypass diodes 

Cable lengths 0.9M long, 4mm
2
 

Connection Connector 

Certificates UL1703, IEC61215, IEC61730, CE 

L i m i t s 
Operating temperature -40 to +90

0
C 

Maximum system voltage 1000V 

Temperature and coefficients 
Nominal Operation Cell 
Temperature 

46
0
C 

Current temperature coefficient 0.05%/
0
K 

Voltage temperature coefficient -0.33%/
0
K 

Power temperature coefficient -0.55%/
0
K 

Note: The specifications are subject to change without notice. 

 

 

  

 

Guarantees: 
 

 The materials making the photovoltaics 
modules and any possible defects due to the 
manufacturing process for 7 years. 
 

 A power provided by the photovoltaic module 
of at least 90% of the minimum output power 
for 12 years. 

 

 A power provided by the photovoltaic module 
of at least 80% of the minimum output power 
for 25 years. 

 

 Measured under Standard test conditions 
(STC= 1000W/m2, 250C, AM 1.5). 

 

 The electric characteristics of each 
photovoltaic module are individually 
monitored and the results are left at the 
disposal of the customer. 

  

CONTACT 

Centennial Solar Inc. 

info@centennialsolar.com 

8114-B Trans Canada 

Saint-Laurent, Quebec, CANADA H4S 1M5 

Tel.: 514-461-9822; 514-461-9823 

Fax.: 514-461-9824 
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MODULE DIAGRAM 60 W made in Canada 
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